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The spike sections roll over the surface and vibrate 

due to the driven central camshaft. The seed is fun-

neled to the front of the spikes. The spikes pick up 

the seed and plant it in the holes. 

The accurate seed dosing system is driven by the 

front roller. The amount can be set by changing gear-

wheels.  

 

Depth setting:           8-15 mm. ;  5/16”- 5/8” 

Seed dosing (penn):   2– 11gr/m²; 0.4-2.2 lbs/1000 ft² 

Weight:          60 kg.;  130 lbs. 

Depth control:          Via the rear roller. 

Hole pattern:          1100/m²;  100/sqft. 

Seedbox capacity:     1.5 kg.; 3.5 lbs 

The V-shaped knife sections vibrate due to the driven 

camshaft. The seed is fed into the vibrating funnels at 

the rear. The funnels are part of the V-shaped knife 

sections. So the seed is fed directly into the cut slit 

and the vibration of the funnels prevent clogging. 

The accurate seed dosing system is driven by the rear 

roller. The amount can be set by changing  gearw-

heels.  

 

Depth setting:           8-15 mm. ; 5/16”- 5/8” 

Seed dosing (fescue): 2– 6 gr/m² ; 0.4-1.2 lbs/1000 ft² 

Weight:           55 kg. ; 120 lbs. 

Depth control:           Via the front roller. 

Slit distance:           42 mm ; 1-5/8” 

Seedbox capacity:      1.5 kg/ ; 3.5 lbs 

         NEW  Patent pending 

GT410 Vibe– Spike Seeder 

GT420 Vibe– Slit Seeder 

 NOW USE YOUR GREENSMOWER FOR  

          MORE THAN JUST MOWING.              
               Attachments for Toro, Jac & JDeere 

Works at mowing speed. 

Working width of 1.50 mtr./ 60” 

Following of the undulations. 

Ground pressure on the green. 

To work with, like mowing. 

Change of the attachments. 

Capacity:18 holes in 4-6 hours 

GT230 at work 

PATENTED 


